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COMPARISON OF WIND-TUNNEL AND FLIGHT MEASUREMENTS OF STABILITY AND
CONTROL CHARACTERISTICS OF A DOUGLAS A-26 AIRPLANE

By Geratp G. KavreN and WiLriau KoveN

SUMMARY

Stability and control characteristics determined from tests in
the Langley 19-foot pressure tunnel of a 0.2376-scale model of
the Douglas X A-26 airplane are compared with those measured
in flight tests of @ Douglas A-26B airplane. .

Agreement regarding static longitudinal stability as indi-
cated by the elevator-fired neutral points and by the rariation of
elevator deflection in both straight and turning flight was found
to be good except at speeds approaching the stall. At these low
speeds the airplane possessed noticeably improved stabilify,
whick was atiributed to pronounced stalling at the root of the
production wing. The pronounced roof stalling did not occur
on the smooth, well-faired model wing. Elerator tab effective-
ness determined from model tests agreed well with flight-test tab
effectireness, but control-force rariations with speed and accel-
eration were not in good agreement. Although some discrep-
ancy was infroduced by the absence of a seal on the model
elevator and by small differences in the determination of elevator
deflections, correlation in control-force characteristics was also
influenced by the effects of fabric distortion at high speeds and
by small construction dissimilarities such as differences in
trailing-edge angle. FExcept for the ware-off condition, in
which the tunnel resulls indicated rudder-force rerersal at a
kigher speed than the flight lests, agreement in both rudder-
Jired and rudder-free static directional stability was good.
AModel and airplane indications of stick-fired and stick-free
dihedral effect were also in good agreement, although some
difference in geometric dihedral may have existed because of
wing bending in flight. The use of model hinge-moment data
obtained at zero sideslip appeared to be satisfactory for the
determination of aileron forces in sideslip. Fairly good cor-
relation in aileron effectireness and conirol forces was obtained;
fabrie distortion may have been responsible to some extent for
higher flight ralues of aileron force at high speeds. Estimation
of sideslip dereloped in an abrupt aileron roll was fair, but
determination of the rudder deflection reguired to maintain
zero sideslip in a rapid aileron roll was not entirely satisfactory.

INTRODUCTION

Although the qualitative reliability of wind-tunnel stability
and control test results is generally accepted, very few
opportunities have arisen for determination of the quanti-
tative agreement between measured flying qualities of an
airplane and flying qualities predicted on the basis of model
tests.

In connection with the development of the Douglas A-26
twin-engine attack bomber, a series of investigations has
been conducted at the Langley Laboratory of the National
Advisory Committee for Aeronautics. These investigations,
the results of which have not been published, included tests
of a. 0.2375-scale powered model of the XA-26 airplane in
the Langley 19-foot pressure tunnel and flight tests of an
A-26B airplane. By use of the unpublished wind-tunnel
data, caleulations have been made predicting the flying
qualities of the airplane for correlation with the character-
istics measured in the flight tests. The results of the corre-
Iation are presented herein; the flying qualities are not dis-
cussed except for the purpose of comparison.

MODEL, AIRPLANE, AND TESTS

Photographs and drawings of the A-26B airplane and the
XA-26 model are shown as figures 1 and 2, respectively.

FicURE 1.—Three-quarter front views of Donglas A-26 airplane and model.
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0.2375-scale model converted to airplane size.}

FIGURE 2.—Three-view drawings of & Douglas A-26 alrplene and model.

In table I general dimensions and specifications are shown
for the airplane and the model, as well as for the model scaled
up to airplane size. Some discrepancies of negligible impor-
tance are noted in this table but it can be seen that, with
respect to general dimensions, the XA-26 and the A-26B
are essentially the same airplane. As shown in figure 1, the
model during the stability and control tests was equipped
with a fuselage nose which was somewhat different from that
of the airplane. The spinners shown on the model propellers
were not used on the airplane, and the airplane oil-cooler
ducts outboard of the nacelles were removed from the model
wing during the stability and control tests with the exception
of the aileron tests. :

Several more significant differences existed between the
model and the airplane. During most of the tunnel tests
the model rudder and the clevator, which were of the plain
overhang-balance type, remained unsealed, but the airplane
control surfaces were equipped with rubberized canvas seals.
The control surfaces, all of which were fabrie-covered on
the airplane, were of rigid metal construction on the model,
The airplane ailerons were cquipped with balancing {abs
arranged so that 8° of aileron deflection produced approxi-
mately 3° of opposite tab deflection. On the model the
balancing tab when connceted moved 1° for a 1° aileron
deflection.
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TABLE I—GENERAL DIMENSIONS AND SPECIFICATIONS

Full scale based
0.2375-scale e
Ttem X A-26 model on 0.2375-scale Full-scale A-26B
model
Wing: l
Area, sqft  oeee . 0. 488 540. 510 540.0
Span, ft________________ 18. 678 70.22 70.0
MAC, . ... L 9% 813 813
Geomeh-lc spect ratio 9.08 .08 0.07
Taperratio. . ....... Q. 453 0. £53 0.45
Sweepback of LE,
dfge— .................. L90 190 180
Ineidence, root, deg..._ 2 2 2
I“r%‘?é;‘;’ﬁ'apg' deg i y is
........... 4§
NACA N’ACA NACA
A irfoll section, root. ... |3 65(216)-215 65(216) - 65(218)-215
(e=0.8, b=1.0) (a-o.s. b-l.u) {e=0.8, b=1.0}
CA NACA
Alrfoll section, tlp...._. 65(216)-215 55(216)—215 45(218)-215
(a=0.5, b=1.0) (=05, b=1.0} (a=0.5, b=1.0)
Vi
double slotted):
Ares (behind hinge
lne}, sqft.___ . 3154 5501 58.9
Aflerons:
Ares (behind line,
total of twa romns
Including tabs}, sq ft. 1 536 2.8 7.2
Span, ft. oo 259 10.92 ILO
Bnlance-tab area, total,
sqQft. .. 0.134 2.38 2.3
Hor{mntal tafl:
irea. i“f&mnf ..... 5.387 2.0 2 60
nc use-
lnge,aq ft. oo 6.549 116.10 116.10
Incidence, deg. .- ___ [ ¢ 1]
Dihedral, deg......_.._. 10. 58 10. 58 10.60
Elevator area (behin
hinge line), sq ft... .. 1842 32.66 2.7
Balance area, sq ft...... 0. 581 10.30 10.3
Trimming- :sh area,
total, sq ft.. ... .. 0.146 258 2.6
Dﬁmee ele‘gltor hl.nge
M.A.C. olw[ng,ﬂ.-- T.127 30. 06 .05
Vertiml tafl:
(exdnd.[ngdorsal)
s% 4.03 7L 3% 71.38
Rudder area (bebind
hinge line), sq ft..... 1.30 23.12 3.1
Trtmming tab area,
sqft. .o 0.13 2.28 128
Eelght above top of
fuselage, ft. . _______._| 2.375 10.00 10.0
Propeller:
Dlameter, ft.....______| 2.97 12.50 12,00

Thin metal strips were fastened to the upper and lower
surfaces of the airplane elevator causing small ridges directly
in front of the tab. These ridges were not represented on
the model, but their effect on elevator and tab characteristics
is believed to be negligible.

The wind-tunnel program included a fairly extensive series
of conventional stability and control tests. The model
aileron tests were made at a Reynolds number of approxi-
mately 5.410%. The remaining model tests were made at
2 Reynolds number of approximately 3.6 X 10% except for the
tests at high thrust coefficients, which because of model
motor limitations were made a2t Reynolds numbers reduced
to approximately 2.6X10%. The portion of the flight tests
devoted to stability and control were of the type usually con-
ducted by the NACA for the purpose of determining the
flying qualities of an airplane. The weight of the airplane,
which varied from 27,000 to 31,000 pounds in the flight tests,
was assumed for the analysis of the tunnel data to be 28,000
pounds corresponding to a wing loading of 51.8 pounds per
square foot. The analysis was based on an altitude of 10,000
feet, which represented an approximate mean of the flight-
test altitudes.

Analysis of the tunnel data has heen made for conditions
representing airplane rated power and 75-percent rated
power at the appropriate airplane weight and altitudes and
for a gliding flight condition. Inrepresentation of the gliding
flight condition, it has been assumed that engines-idling

and zero-thrust conditions may be considered identical.
Any discrepancy in results introduced by the difference
between these power conditions probably will be small.

In computing elevator, aileron, and rudder control forces
from model hinge-moment data, the corresponding control
linkages measured on the airplane were used.

COEFFICIENTS AND SYMBOLS

8. elevator deflection, degrees
8; flap deflection, degrees
3, tab deflection, degrees

C: hinge-moment coeﬁicmnt.( 2 E,)

; indicated airspeed, miles per hour
F, elevator control foree, pounds

T. thrust coefficient (ﬁ"ﬁ’)
2—% wing-tip helix angle, radians

(. lift coefficient <I—;§; )

where

H hinge moment, foot-pounds
span of control surface, feet
root-mean-square chord, feet

a

a3

dynamic pressure, pounds per square foot (% pV )

mass density of air, slugs per cubie foot

airspeed, feet per second

total thrust (two propellers), pounds

propeller diameter, feet

roI].i.ng velocity, radians per second

ng span, feet

wing area, square feet

angle of attack, degrees

tail angle of attack, degrees

acceleration of gravity, feet per second per second

RESULTS AND DISCUSSION
LONGITUDINAL STABILITY AND CONTROL

Curves of elevator angle and elevator control force required
for trim in straight flight throughout the speed range are
shown in figure 3. Various flap and power combinations are
considered at three center-of-gravity locations. For the
flaps-retracted conditions, the tunnel control-force curves
were obtained by applying the tab-effectiveness data of
figure 4 to the tab-neutral curves estimated from the tunnel
hinge-moment data. The amount of tab deflection required
to adjust the tunnel curve for trim at the flight-test trim
speed was determined for each power condition and center-of-

—o o are

R U o by

R

o

gravity location, and this amount of tab deflection was .

assumed constant throughout the speed range. Inasmuch
as model trim-tab tests were not made with flaps deflected,
the trimmed control-force curves for this condition were
obtained by means of a constant adjustment to each original
curve of (; against (. This constant hinge-moment shift
is believed justified because the data of figure 4 indicate a
negligible change in tab effectiveness with change in power
(fapsretracted) and because analysis of stabilizer-effectiveness
data indicates® that the wvariation in average dynamic-
pressure ratio with speed is small for the flaps-deflected con-
dition. The flaps-deflected control-force curves for zero
trim tab are included in figure 3.
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The sideslip required for straight flight at low speeds was
considered to have a negligible effect on the longitudinal
characteristics of this airplane; hence, the characteristics
determined from tunnel data are based on tests at zero
sideslip.

The variation of tab effectiveness with speed has been
calculated from flaps-retracted wind-tunnel tests made at
elevator-tab settings of 3° and —3° with §,=0° and is shown
in figure 4 compared with the flight-test curve.

Elevator deflections and control forces in steady turning
flight are shown in figures 5 to 7 for various center-of-gravity
locations. The calculated results are based on tunnel tests
at the thrust coefficient approximately corresponding to the
appropriate flight-test conditions.
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Although some small differences exist in the absolute
elevator angles, the slopes of the curves in figures 3, 5, and 7
show good agreement between tunnel and flight results for
both straight and turning flight, except at speeds close to the
stall. At these low speeds, the flight data show pronounced
increases in the amount of up-elevator movement required for
speed reduction in straight flight. These marked increases
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are pot apparent in the tunnel data. This disecrepancy in
results is believed due Jargely to the fact that the production
airplane exhibited s decidedly more definite stall at the wing
root than did the smooth, polished model. Although direct
comparison of identical configurations is not possible, the
difference in stalling characteristics at the wing root is
indicated by the diagrams of tunne! and flight-test tuft
studies shown in figures 8 and 9. 'The more pronounced root
stalling on the airplane would, in all probability, be accom-
panied by a reduction in downwash and rate of downwash
at the horizontal tail as well as a decrease in wing pitching
moment, resulting in an improvement in stability and
requiring greater up-elevator deflections for trim. Af
higher airspeeds the agreement between flight and tunnel
results is reasonably consistent with the experimental
accuracy of both.

The tunnel and flight curves of elevator-fixed neutral point
plotted against airspeed in figure 10 for the flaps-neutral
conditions agree to within approximately 2 percent of the
mean aerodynemic chord except at low speeds with idling
power. This difference is practically within the bounds of
the experimental accuracy with which the flight and the
wind-tunnel neutral points are determined. The dis-
crepancy Increases with reduced airspeed as the airplane
demonstrates comparatively greater stability. Because of
the difficulty in obtaining consistent neutral-point results,
perticularly at very high airspeeds, neutral points were not
determined for high speeds. The curves of figure 3 serve as
2 measure of the stability in the high-speed range and are, in
fact, believed more reliable for comparison throughout the

N 7urbutenr

BB Stalkd

FrovRE 8.—Diagramg of stall progression in the gliding conditfon. Engines fdiing; flaps
and landing gear up; cowl fiaps closed; oil cooler one-half open; Douglas A-26B airplane.

$43107—50——10

speed range than the neutral-point curves. Although the
curves for the flaps-deflected conditions are included for
completeness, direct comparison should not be made
inasmuch as the flap settings used in flight and tunnel tests
are not identical.

Examination of the straight-flight control-force curves of
figure 3 reveals comparatively poor agreement between
tunnel and flight results. The force measurements shown in
the tab-effectiveness curves of figure 4, however, are in
excellent agreement. Both flight and tunnel control-force
measurements are believed to be accurate to within approxi-
mately 43 pounds. Although some discrepancy in the
elevator-control-force curves of figure 3 would be expected
because of the absence of a seal on the model elevator,
analysis based on brief check tests in which the model
elevator was sealed indicated that differences of the magni-
tude shown in figure 3 cannot be attributed to effects of the
elevator seal. In an effort to determine the cause of the dis-
agreement, the effects of the discrepanciesin elevatordeflection
wereinvestigated. Hypothetical controlforces were computed
from tunnel hinge-moment data by using the values of elevator
deflection determined from flight rather than those determired
from tunnel data. For these computations, the wind-tunnel
tab-effectiveness data were used, but the tab deflection was
that employed in the flight tests. Thé curves obtained in
this manner are shown in figure 11 compared with the
flight-test data. In general, agreement in figure 11 appears
considerably improved; for several flight conditions, in fact,
agreement is excellent up to speeds above 200 miles per
hour, beyond which the flight-test curves become noticeably
more stable. This difference may be explained to some
extent by the observations of elevator-fabric distortion and
internal pressures made during the flight tests. The
internal pressures were found to be only slightly higher than
free-stream static pressure, causing fabric distortion of the
type Mustrated in figure 12. As demonstrated in reference 1,
elevator-fabric distortion of this type may be expected
to produce increases in the variation of force with airspeed
at high speeds. Inasmuch as the flaps-retracted flight-test
trim speeds of figure 3 are all in this high-speed range, the
trim-tab deflections required to trim the control forces
computed from tunnel date are different from the tab
angles used in flight; and the control forces originally com-
puted from tunnel data (by using the amount of tab deflec-
tion required for zero force at the high-speed-flight trim
point) could not be expected to agree well with the flight
control forces. The lack of agreement in the original
results was further aggravated by the elevator-deflection
differences at low speeds, caused by the root stalling effects.

In addition to the effects of elevator-deflection differences,
fabric distortion, and elevator gap, agreement in the control-
force results is believed to be influenced by small but sig-
nificant construction discrepancies as, for example, differ-
ences in surface condition and in trailing-edge angle. At a
representative section the trailing-edge angle measured on
the model elevator was 12.7°, whereas the corresponding
angle measured on the airplane was 11°. None of these
effects would be expected to influence appreciably the
agreement in tab-effectiveness results.
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As seen in figures 6 and 7, the flight tests show considerably
greater variations of control force with acceleration, and
the values of force per g show considerably greater variation
with center-of-gravity location, although the elevator-free

maneuver point %=0 is approximately the same. Because

the absence of an elevator seal was believed to be more
significant in accelerated flight than in straight flight, con-
trol forces were estimated for both the sealed and the unsealed
elevators by assuming constant pitching-moment and hinge-

moment slopes and using the sealed-elevator hinge-moment
data obtained in the previously mentioned check tests. The
respective values of 3C,/08, and 3C,/da; used in these com-
putations were —0.0037 and —0.0018 for the unsesaled
elevator and —0.0050 and —0.0032 for the sealed elevator.
The resulting curves of force per g against center-of-gravity
location are shown in figure 13. The curve for the unsealed
elevator is practically identical with that previously deter-
mined for the unsealed elevator (fig. 7) by the method of
reference 2. For the sealed elevator the values of force
per g are still very much lower than the flight-test values,
although the veriation of F,/g with center-of-gravity location
is more nearly parallel to that determined in flight. The
comparison of control forces in accelerated flight has been
made at a fairly high speed. Reference 1 indicates that
fabric distortion of the type experienced in the A-26B
flight tests may be expected to produce inereases in the varia-
tion of force with acceleration in the normel center-of-gravity
range and in the variation of force per ¢ with center-of-
gravity location. This comparison as well as that for straight
flight would also be influenced by any differences in control-
surface construction. _

Agreement in the curves of elevator-free neutral point
against airspeed (fig. 10 (c)) is rather poor and becomes worse
as the speed increases. The flight-test elevator-free neutral
point moves rapidly rearward with increasing speed, and at
high speeds the airplane appears more stable with elevator
free than with elevator fixed. It is believed that this large
rearward shift in the elevator-free neutral point with in-
creasing airspeed may be a result of the fabric distortion.

In general, the presdnt correlation indicates that successful
prediction of elevator control-force characteristics from wind-
tunnel data can be made only if extreme care is used.in
representing closely the airplane in its construction form—
particularly with regard to the control surfaces. Agreement
with flight measurements might also be improved consider-
ably if effects such as fabric distortion could be taken into
account. A more beneficial solution, however, would be to
minimize these effects in the construction of the airplane.

LATERAL STABILITY AND CONTROL

Steady-sideslip characteristics.—Characteristics of the
airplane in steady sideslips, which are used as flight-test
measures of directional stability, directional control, dihedral
effect, side-force characteristics, and pitching moment due
to sideslip, are shown in figure 14. Although complete
hinge-moment data for the model ailerons and elevator were
not obtained in sideslip, aileron forces in sideslip were esti-
mated from the tunnel deta by taking into account the
change in effective angle of attack due to sideslip but as-
suming no direct change in aileron hinge-moment charac-
teristics with sideslip.

For both idling and rated-power flight with flaps retracted,
figure 14 shows excellent agreement in the variation of

control settings, angle of bank, and rudder force with side- _

slip, although some difference exists in absolute values.
Some of the difference in absolute values may be due to the
fact that model tare tests were not made in sideslip. It is
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Model elevator und tab deflections Identical with fllgbt-test settings,
especially interesting to note the close agreement in the
variation of aileron angle with sideslip, which serves as a
flight-test indication of dihedral effect. It was found in
the flight tests that the airplane wing in normal flight ap-
peared to bend upward noticeably with respeet to its position
at rest. Despite the wing bending, however, the amount of
effective . dihedral determined from flight (ests was also
found to be no greater than that which would ordinarily be
expected for an airplane of this type with 4.5° of geomelric
dihedral. Analysis of the clastic propertics of the model
wing under load indicates that the model wing bending was
negligible. On the basis of the agreement between model
and airplane results, it appears that the observed airplane
wing bending may bave had very little effeet in increasing
the dihedral effect beyond the normal amount for 4.5° of
geometric dihedral. Further information regarding the
elastic properties of the airplane wing and the effects of
these properties would have been desirable but was not
available. Comparison of the flight and tunnel aileron-
foree curves appears to indicate that little error was intro-
duced in determination of the latter by the assumption that
aileron hinge-moment characteristies remained unaffected
by sideslip. The sideslip characteristics with flaps de-
flected do not agree so clogely as do the flaps-retracted
characteristics, particularly in the case of the aileron-
deflection and rudder-force variations. The flight-lest
rudder forces show a tendency toward reversal in figure
14(c) but do not actually reverse as in the case of the inodel
forces. At an airspeed slightly lower than that for which
the data are presented, however, rudder-foree reversal did
appear in the flight tests in this wave-off condition. Dihe-
dral effect with flaps deflected and rated power at low speed
‘appears somewhat lower in the tunnel measurements than
in the flight data. The flap deflection, however, was 5°
greater on the model than on the airplanc.

In figure 15, rudder hinge-moment characteristics esti-
mated from flight-test rudder kicks are compared with rudder
hinge-moment characteristics measured in the tunnel tests
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with flaps retracted. Although the model rudder hinge- E’ [ ]
moment and force results are for an unsealed rudder and are E/60 —— Turnel
also subject to effects of small surface and trailing-edge Q ——— Fhight
irregularities as in the case of the elevator results, agreement ¥
in this respect is good. As previously shown in figure 14, 3 120
the rudder forces in steady sideslip are in good agreement for g o
this flap condition. In regard to rudder hinge moments, 9 = N
the tunnel results, which showed no positive values of the ‘é ~
parameter 3(y/da for the rudder, indicated that no rudder L ~]
. . . . . - - . Q ~.
snaking would occur in flight. This indication was con- X N
firmed in the flight tests. § rSealec N
. . e g =
_ Aileron chg.ractenstlcs.—N'o -tunnel tests were mz}de to é * L -trseared N
investigate aileron characteristics for the 3:8 tab linkage g S - N
with which the airplane was tested. If, however, linear tab 2 T\
offectiveness is assumed, these characteristics for the flaps- %0 24 28 72 36 40 £
retracted condition can be estimated from the results of Center-of-gravity location, percent MA.C.
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angle made in this manner are compared with flight meas-
urements in figure 16 for indicated airspeeds of 135 and
383 miles per hour. As recommended in reference 2, helix

angles were estimated as %’3:0335 where C, is the total

aileron rolling-moment coefficient and a value of 0.57 was
used as the damping-moment coefficient ;,. Although the
angles of attack sclected for these estimates correspond to
rated-power flight et the appropriate speeds, the model
aileron data were obtained in power-off static tests. Inas-
much as the tunnel measurements were made for right rolls
only, the tunnel estimates are exactly symmetricel for right
and left rolls, whereas the flight results are not. Agreement
in the curves of helix angle is excellent in the range where
comparison was possible. There is, however, some indication
that the tunnel estimates, based on the arbitrary 0.8 factor,
might be slightly optimistic for high deflections at high speed.
At the low airspeed, agreement in the force curves is good
except at the highest aileron deflections, where the control
forces for given aileron deflections are slightly higher in the
flight records than in the tunnel estimates.. Atthehigh speed,
the control force required in flight for a total aileron deflection
of 14° is approximately 40 pounds (or 38 percent) greater
then the force indicated by the estimated curve. The
greater discrepancies in the control forces at the high speed
are believed largely due to the effects of aileron fabric

distortion. As in the case of the elevator, the aileron fabrie
was found in the flight tests to undergo considerable dis-
tortion at this high speed. The distortion was in a direetion
to produce higher control forces.

If the assumption of linear tab efiectiveness is not entirely
valid, actual wind-tunnel tests with a 3:8 tab linkage would
indicate the. control forces somewhat lower than those esti-
mated herein for the 3:8 linkage at the higher deflections.

Sideslip due to aileron defleotion.—Curves of sideslip
angle and rolling velocity against time in an abrupt rudder-
fixed aileron roll out of a 30° banked turn are shown in
figure 17. In addition to the simplified sideslip estimate of
reference 2, the motions have been calculated by the opera-
tional method of reference 3 and also by the tabular-
integration method of reference 4, in which slope variations
in the curves of rolling-moment, yawing-moment, and side-
force coefficients against angle of sideslip are taken into con-
sideration. This method of tabular integration has been
shown in reference 4 to be more reliable for general use than
methods requiring the assumption of constant slopes.

For the subject airplane, which exhibited essentially
constant slopes, the three methods of computation based on
wind-tunnel results appear to give very similar results with
respect to maximum sideslip angle, all of which are approxi-
mately 4° higher than the flight-test value. Among the
factors possibly coniributing to the lack of perfect agreement
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is the difference between the instantaneous control deflection
assumed for the computations and the actual control move-
ment in the flight test. Another factor influencing the
results may be the change in normal acceleration experienced
by the airplane in its roll out of the turn. Although no
flight record of normal acceleration was obtained for the test
in question, similar flight-test results indicate that a con-
siderable variation may have occurred during the maneuver.
Analysis indicates that the change in normal acceleration
and, consequently, lift coefficient may introduce conditions
considerably different from those considered in the theoreti-
cal calculations.

A simple statie estimate of the amount of rudder deflection
required to maintain zero sideslip in an aileron roll was made
as suggested in reference 2; that is, it was assumed that the
desired rudder deflection would be that required to counteract
the combination of aileron adverse yawing moment and yaw-
ing moment due to rolling. The estimated value obtained
by this method was approximately 8° for flaps-retracted
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flight with level-flight power at an indicated airspeed of 145
miles per hour. Although no flight-test data were recorded
for full-aileron rolls at this flight condition in.which zero

sideslip was maintained by means of varying rudder deflec-
tions, flight-test records for constant rudder settings indicate

that the rudder deflection estimated from tunnel results
would be noticeably lower than that required in flight.
For several rolls with partly deflected ailerons, however,
essentially zero sideslip was maintained, and the estimated
rudder deflections were found to be in fair agreement with
the maximum deflections required in flight.

CONCLUDING REMARKS

Stability and control characteristics determined from
Langley 19-foot-pressure-tunnel tests of a 0.2375-scale
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FiGTRE 17.—Rolling velocity and sldeslip angle during afleron roll out of 30° banked turn,
&=0°% 17y=145 miles per hoar at 10,000-foot altitude; level-flight power.

powered model of the Douglas XA-26 airplane have been
compared with results of flight tests of a Douglas A-26B
airplane.

The significant results of the comparison may be summar-
ized as follows:

1. Good correlation was obtained regarding elevator-fixed
neutral points and the variation of elevator deflection in both
straight and turning flight except at speeds approaching the
stall. At these low speeds the airplane showed a distinct
improvement in stability not indicated by the model tests.
The difference was attributed to the fact that the pronounced
stalling at the root of the production airplane wing did not
take place on the smooth, well-faired model wing.
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2. The variations of elevator control force with airspeed
and acceleration were not in good agreement. Although some
discrepancy was introduced by the absence of a seal on the
model elevator and by small differences in absolute values of
elevator deflection, the correlation in control-force character-
istics was also influenced by the effects of fabric distortion at
high speeds and by small construction dissimilarities such as
differences in trailing-edge angle.

3. Elevator tab effectiveness as determined from tunnel
data was in good agreement with flight-test tab effectiveness.

4. Agreement in both rudder-fixed and rudder-free static
directional stability was goad except in the wave-off con-
dition, in which the model tests indicated rudder-force
reversal at a higher speed than the flight tests.

5. Model and airplane indications of stick-fixed and stick-
free dihedral effect were in good agreement, although some
slight difference in geometric dihedral may have existed
because of wing bending in flight. The use of model hinge-
moment data obtained at zero sideslip appeared to be satis-
factory for the determination of aileron forces in sideslip.

6. Fairly good correlation in aileron effectiveness and con-
trol forces was obtained. Fabric distortion was believed
responsible to some extent for higher flight values of aileron
force at high speeds.

7. Estimation of sideslip developed in an abrupt aileron
roll was fair, but determination of the maximum rudder
deflection required to maintain zero sideslip in an abrupt
roll was not entirely satisfactory.

On the basis of these findings, it appears that agreement
between stability and control characteristics estimnated from
wind-tunnel results and those measured in flight cannot be
completely satisfactory unless certain factors now usually
neglected in wind-tunnel testing can be taken into considera-
tion. These factors involve small differences between the
model and the airplanc and include differences in clastic prop-
eriies, surface finish, and construction accuracy. These fuc-
tors should be considered, if possible, in future investigations.

LanGLEY MEMORIAL AERONAUTICAL [LABORATORY,
NaTioRaL ADvisory COMMITTEE FOR AERONAUTICS,
Laxerey Fieup, Va., August 11, 1845.
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